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Close Block Override command 
using Front Panel (HMI)

Required Tools:
• PC running Windows 7® or higher
• S-7600 IPScom Communications Software

Latest version of IPScom software can be 
downloaded from:

https://beckwithelectric.com/products/s-7600/

Required Documentation:
• M-7679 Instruction Book
• M-7679 Application Guide
• Communications and Cybersecurity A.G.

Latest version of M-7679 Instruction Book can be 
downloaded from:

https://beckwithelectric.com/products/m-7679/

M-7679 R-PAC  QUICK REFERENCE GUIDE
PROTECTION, AUTOMATION AND CONTROL SYSTEM FOR RECLOSER, SWITCH, 
SECTIONALIZER AND ADVANCED DISTRIBUTION AUTOMATION APPLICATIONS.

Effective release:
• IPScom 10.29.09
• Firmware 03.29.06
and newer.

https://beckwithelectric.com/products/s-7600/
https://beckwithelectric.com/products/m-7679/
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Close Block Override command using Front Panel (HMI)

This Quick Reference Guide explains the procedure for overriding the Close Block command using
the front panel of the M-7679 R-PAC. This feature is available in IPScom version 10.29.09,
Firmware 03.29.06 and Newer.

1 From the Front Panel Main screen,
press ENT / UTIL button.

2 The LCD will display UTILITIES. Press
the ENT / UTIL button to enter the
UTILITIES menu.

3 Press the Right Arrow (COMM)
button until the LCD displays Close
Block Override, press ENT / UTIL
button.
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4 The unit will ask to confirm the
Override Close Block command.
Press ENT / UTIL to confirm/execute
the Close Block Override command.

5 The LCD will display Done.

Activating Close Block Override allows
the user to send a Close command
even if Close Block conditions exist.

The Override Close Block command
will remain active for the time period
set in Close Block Override Time
setting in the Setpoints > Common
Setpoints > Close Block setting in
IPScom software. When the Close
Block Override Time expires and
Close Block conditions are still
present, the unit will return to the Close
Block state, in which the Close
command will be blocked.

End of Procedure.
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BeckwithElectric.com
HubbellPowerSystems.com

6190 118th Avenue North
Largo, FL 33773-3724 U.S.A. 

https://beckwithelectric.com/
http://www.hubbellpowersystems.com/
https://www.google.com/maps/place/6190+118th+Ave+N,+Largo,+FL+33773,+USA/@27.8787459,-82.7224512,17z/data=!3m1!4b1!4m5!3m4!1s0x88c2e5269bbfe1cf:0x58aaaf0bb995d8e8!8m2!3d27.8787412!4d-82.7202625
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